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Lindemann Unloading and storage instruction

Unloading Storage

If possible, aluminium pieces should be stored in closed, dry and ventilated rooms. Particularly in the case of
uncoated material, the ingress of moisture due to precipitation or condensation must be avoided, as there is a
risk of surface corrosion forming here (well water blackening). For this reason, profiled sheets with anti-drip or
anti-drumming coating as well as uncoated material should always be covered and stored in a dry place. If
only outdoor storage is possible for color-coated profiled sheets, the following must be considered:

+ Check boxes and pallets immediately!
Report any defects found at the package immediately to the carrier.

+ Short pallets up to 8 m can be lifted with two straps or a forklift. For longer
pallets, a lifting beam must be used.

+ Unprotected lifting equipment, such as chains, can cause damage to the + Dry surfaces by boards across the profile, alignment with longitudinal slope.

TA-Aluform® sheets and must be avoided. + Immediately cover unpacked as well as packed boards with tarpaulins!

+ Factory packaging is only transport packaging. Packages with foil packaging are to be unpacked

+ Suitable measures, e.g. spreading (see below), must be taken to prevent the ! / ; ¢ .
immediately after arrival at the construction site.

belts from damaging the side edges of the trapezoidal sheets.
+ Covering with tarpaulins must be done in such a way that the air can circulate under the tarpaulin. l.e.: shore
+ If pallets are placed on roofs, the static conditions must be checked up by boards, wooden planks, rods or similar.

beforehand. . - - ;
+ Rainwater, soil moisture and condensation in the stack can lead to changes in the surface that affect the

+ Do not walk on the TA-Aluform® shests. appearance and are difficult to remove later, even with great effort.

+ [f the packaging has become wet, remove it as soon as possible, open the stack and place the boards upright
or at an angle with some distance between them on a dry surface.

These storage instructions also apply to aluminium flat sheets and all accessories. Acids, lime, soda, fertilizers
and other aggressive substances must be kept away from the aluminium products.
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